
ACOUSTIC 
PANELS

FREE INSPIRATION FOR HOME AND BUSINESS
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                 Light Oak                             Smoked Oak                          Oiled Oak                                  Grey Oak                                       Ash                                         Walnut                                     Black Oak

REAL VEENER 
free of knots, have a uniform look and create straight lines.
BASIC:  7 COLORS - 22 X 605 X 2440 mm - Lamella width: 25 mm

PROFF:  7 COLORS - 22 X 605 X 3000 mm - Lamella width: 25 mm

ACOUSTIC PANELS
BASIC AND PROFF
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PROFF 
3000 mm

BASIC 
2440 mm



BE YOUR OWN DESIGNER. REAL VEENER
Make your own pattern, turn them however you want. 
Acoustic Square Panels is very easy to install by yourself – and they can be mounted 
on all types of walls - with FibroTech glue or with panel screws. You get 2 pieces in a box.

ACOUSTIC PANELS
SQUARE  22 X 520 X 520 mm -  Lamella width: 25 mm

                 Light Oak                                                                    Smoked Oak                                                                    Oiled Oak                                                                  Grey Oak                                  

                                      Ash                                                                                         Walnut                       Black Oak
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ACOUSTIC PANELS
QUANTI  18 X 520 X 2440 mm

QUANTI:  

7 COLORS - 8 VARIANTS

9 mm
18 mm

                 Light Oak                              Smoked Oak                         Oiled Oak                                  Grey Oak            

                      Ash                                         Walnut                                      Black Oak                                 Light Oak 
                                                                                                                        / Grey Backplate

• Real veener  
• Free of knots
• Easy to install
• Light weight
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7 colors with Black backplate / Light Oak also avaible with Grey backplate

Lamella width: 27 mm



UNIKA 25 - 7 COLORS - 22 X 600 X 2440 mm

UNIKA 35 - LIGHT OAK- 22 X 600 X 2440 mm

      Light Oak 25                 Smoked Oak 25                Oiled Oak 25         Grey Oak 25                 

          Black Oak 25                   Walnut 25                White Platinum 25           Light Oak  35

ACOUSTIC PANELS
UNIKA

UNIKA is special and suitable for bathrooms and 
other rooms with a relative humidity under 55%. 
The cut ends must be sealed with a clear sealer 

when installing in high humidity areas.

25 mm

35 mm
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Foil-wrapped MDF

UNIKA 25 
- Lamella width: 25 mm

UNIKA 35 
- Lamella width: 35 mm



ACOUSTIC PANELS
STONE  18 X 520 X 2440 mm - Lamella width: 25 mm

STONE  

4 PATTERNS 

• Concrete Stone
• Marble White Stone
• Pattern Stone
• Rusty Stone
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3 patterns with Black backplate / 1 pattern with Grey backplate 



ACOUSTIC PANELS
LIGHT ACOUSTIC  
9 X 600 X 2500 mm
Lamella width: 25 mm

                 Light Oak                              Smoked Oak                         Oiled Oak                             

8

LIGHT ACOUSTIC  
5 PCS. per package 

3 COLORS:

• Light Oak
• Smoked Oak
• Oiled Oak



COMPLETION LISTS 
for BASIC, PROFF and SQUARE
7 colors: 

Grey Oak

Light Oak

Oiled Oak

Smoked Oak

Walnut

Ash

Black Oak

 

COMPLETION LISTS 
for UNIKA

COMPLETIO
N LISTS  3000 m

m

6 colors: 

Grey Oak

Light Oak

Oiled Oak

Smoked Oak

Walnut

Black Oak

 

9

COMPLETION LISTS 3000 mm

COMPLETION LISTS
2 VARIANTS  22 X 25 X 3000 mm
    2 pces. per pack



Sound measurement

Plaster

Panel

FibroTech Multifine

FibroTech acoustic panel  + 45 mm  mineral wool

Contact: TreeTops A/S  .  DK-6580 Vamdrup  .  info@treetops.dk

LISTEN TO THE
SILENCE 

Result of measurement of 
sound absorption coefficient
Sound class D(MH)

Sound class A with 45 mm mineral wool

 
                                       Absorptionskoefficient

Frekv. (Hz) 1/3-okt. 1/1-okt. Ref.-curve

 100 -0,04
 125 0,01 0,00
 160 0,06

 200 0,06
 250 0,10 0,10 0,15
 315 0,11

 400 0,20
 500 0,28 0,30 0,35
 630 0,38

 800 0,55
 1000 0,65 0,70 0,35
 1250 0,90

 1600 1,14
 2000 1,24 1,00 0,35
 2500 1,23

 3150 1,13
 4000 1,06 1,00 0,25
 5000 0,89

THE BLACK POLYESTER BACKING IS GREEN 
– as it is made of recycled plastic!

The essential and effective backings of  the panels are made of recycled plastic 
with respect and consideration for our planet.
 


